() Original for Recording
() Applicant
() Contractor

APPLICATION FOR DRIVEWAY PERMIT

Application #: Date: () File Copy .
911 # () Public Posting Book
() Lister

The undersigned hereby applies for permission to make certain improvements as
described below. All construction to be completed in accordance with the regulations set
by the Town Selectboard.

Owner:

Road Name:

Tax parcel #(From Grand list Book)
PERMIT VALID TWELVE MONTHS FROM DATE OF ISSSUANCE

Sketch to existing Town Road & location of culvert & driveway. Mark “N” at compass point indicating
North. Show a measured distance from a known point along road to proposed driveway access point and
flag with colored survey ribbon

Remarks:

CULVERT is: NECESSARY (__) or NOT NECESSARY (__) If culvert and/or ditches are needed,
contact the Town Road Foreman @ 868-4697 x207 FOR THE PROPER SIZE. Culverts to be 18
inches by 30 feet.

The undersigned applicant certifies that the information above is correct.

Signature of applicant Mailing address including town & zip code Phone number

PERMIT DOES NOT BECOME VALID UNTIL SIGNED BY TOWN ROAD FOREMAN:

Remarks or reasons for rejections:

. For office use only.
Fee Bald,$ Date - Received & Recorded
Application: Approved Rejected )
Permit # Date:“ T1rne-:
Issued to: Book:: Page:
Land Records

Date:

Town Clerk Highgate, VT

Town Road Foreman’s Signature Date
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THE ABOVE VALUES ARE TAKEN FROM THE 2004 AASHTO
‘“A POLICY ON GEQMETRIC DESIGN OF HIGHWAYS & STREETS.”

NOTE : ADVANCE WARNING SIGNS WILL BE REQUIRED iF OBTAINABLE
INTERSECTION SIGHT DISTANCES ARE BELOW MINIMUM STOPPING
SIGHT DISTANCES.

THE CHART IS ENTERED TO SELECT DESIGN VALUES BASED ON
THE POSTED SPEED LIMIT IN MPH. VALUES FOR DESIGN ARE
CALCULATED BASED ON THE DESIGN SPEED IN MPH.

= ASSUMES A GAP OF 7.5 SECONDS IN THE TRAFFIC STREAM ON
THE HIGHWAY MAINLINE BASED ON THE HIGHWAY DESIGN SPEED
IN MPH, THIS ALLOWS A STOPPED PASSENGER VEHICLE TO ENTER
THE MAINLINE FROM THE DRIVE WITHOUT UNDULY INTERFERING

MAR. 10, 1395 - REISSUED, WITHOUT CHANGE,

STANDARDS FOR RESIDENTIAL

REVISIONS AND CORRECTIONS AS NEEDED SECTION — A, 2 OR FLATTER WITH THE HIGHWAY OPERATIONS,
992 - THIS STANDARD SUFERCEDES 8-THT/23/BORL| APFROVED
B-TIA (3/12/90), AD -1 B2/ 10, e
JUNE 1,1894 - REISSUED, WITHOUT CHANGE, AT Al ron 1)
UNDER NEW SIGNATURES. FAECIOR DF/PROGRAN [SVE

UNDER NEW SIGNATURES.

, 2000 - CHANGES MADE TO CONFORM WITH
LANGUAGE AND DIMENSIONS IN ACCESS
MANAGEMENT PROGRAM GUIDELINES.

FEB |, 2004 - CHANGES MADE TO SIGHT DISTANCE CHART

TO CONFORM WITH NEWEST AASHTO CRITERIA,

JULY 8, 2005 - CHANGE MADE TO OBJECT HEWGHT 10

CONFORM WiTH NEWEST AASHIO CRITERA
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TOWN OF HIGHGATE DRIVEWAY STANDARDS

DRIVEWAYS, ENTRANCES AND APPROACHES

Driveways cannot interrupt the natural or ditch line flow of drainage water. In
some cases where shallow ditch lines or natural drainage courses exist, driveways
may be swelled at a point beyond the road shoulder to accommodate the flow of
storm water. In all cases requiring culverts, driveways must have sufficiently
sized culverts installed and forever maintained by the homeowner or developer.
In no case shall the culvert pipe under a driveway be less than 15 inches in

diameter.

Driveways shall interseet the roadway at a preferred angle of 90 degrees but in no
case shall the intersceting angle be less than 50 degrees. No driveway will be
permitted to be constructed within 100 feet of an intersecting street and at least
150 feet is desirable. Under no circumstances shall a driveway permit allow
construction which will result in drainage or washing directly out to a Town
Highway. In the event a driveway causes damage to a Town Highway through
improper construction, maintenance or grading, it shall be the responsibility of
the property owner to make the necessary repaivs upon notification in writing by
the Town. In the event such repairs as are required arce not made within 30 days,
the town shall take whatever steps are necessary to insure the interests of the
Town and shall bill the property owner for any expenses involved.

If, in the judgment of the Highway Department or Selectboard, warning or
caution signs are needed for a new or existing driveway, the Town will install the
required signage at the expense of the developer or landowner.

VERMONT STANDARD SPECIFICATIONS FOR CONSTRUCTION:

COMMERCIAL AND RESIDENTIAL DRIVES Standard # B-71

MAIL BOX STANDARDS:

Mailbox supports should not be set in concrete unless the support design has
been shown to be safe by crash tests when so installed. A single 4-inch x 4-inch
or 4 Yo-inch diameter wooden post or a metal post with strength no greater than
a 2-inch diameter standard strength steel pipe and embedded no more than 24
inches into the ground is acceptable as a mailbox support. A metal post should
not be fitted with an anchor plate, but it may have an anti-twist device that
extends no more than 10 inches below the ground surface. The post-to-box
attachment details should be of sufficient strength to prevent the box from
separating from the post top if the installation is struck by a vehicle.
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